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	UKM8408-RO 

19” Rack Mountable 4-in-1 PS2 Control Center
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	FEATURES

· 19” rack mountable 1U size design

· Support Microsoft Intellimouse, Microsoft Intellimouse Explorer, Logitech Net Mouse or the other fully compatible MS mouse.

· Provide Console PS/2 to PC serial mouse conversion

· Support DOS, Win3.X, Win95/ 98/ 98SE/ 2000/ ME/ XP, WinNT, Netware, SCO Unix, HP Unix, Linux 

· Support iMAC, Power MAC and Sun Microsystems with USB port (Need work with USB-PS2 adapter)

· Hot Plug - Add PCs or Remove Connected PCs for Maintenance without Power Down the Control Center or PCs

· High Video Quality – KVM Switch resolution up to 1920X1440, Bandwidth: 200MHz

· No Software Required - easy PC selection via OSD (On Screen Display) Manual or Hot Keys 

· Support eight characters password protection and search PC server name

· Auto Scan Mode for monitoring PCs and flexible Scan time from 5~99 seconds 

· Keyboard status restored when switching PCs 

· Buzzer sound for switching port confirmation.

· Using Standard Keyboard, VGA, Mouse cable

· Built-in one extra daisy chain port and no waste any PC port

· No DIP switch setting needed and auto detect daisy chain bank


	OVERVIEW 

The UKM8408-RO is a 1U height rack mountable 4 in 1 control center – KVM Switch, LCD, Keyboard and Mouse. 

1. KVM Switch: Keyboard/VGA Monitor / Mouse inputs - up to 8 sets (8PCS)
2. LCD: 15.0” TFT LCD Panel is 1024 x 768 resolution (Analog VGA Input).
3. Keyboard: 105 keys ALPS mechanical key switches English Keyboard (German, French, Chinese, Japanese…. optional)
4. Mouse: Touch Pad is compatible with PS/2 mouse interface

This control center is not only saving your Equipment Space but also saving your time and management headache.


SPECIFICATIONS
	Model No.
	UKM8408-RO
	UKM8416-RO

	PC Port
	8
	16

	Console Port 
	1
	1

	PC Port Connector

(All Female Type)
	PS/2 Keyboard mini Din 6 pin

PS/2 Mouse Mini Din 6 pin

VGA HDDB 15pin

	Console Port Connector

(All Female Type)
	PS/2 Keyboard mini Din 6 pin

PS/2 Mouse Mini Din 6 pin

VGA HDDB 15pin 

	Daisy Chain Port Connector

(All Female Type)
	PS/2 Keyboard mini Din 6 pin

PS/2 Mouse Mini Din 6 pin

VGA HDDB 15pin

	PC selection 
	On Screen Display (OSD) Manual, Hot Key,

	On Screen Display Control
	Yes

	Scan Intervals
	5~99 Sec.

	Keyboard Emulation
	PS2

	Mouse Emulation
	PS2

	Mouse Conversion

(Only Console port to PC port)
	Console PS/2 to each PC port serial mouse

	VGA Resolution (KVM/LCD)
	1920 x 1440 / 1024 x 768

	Bandwidth
	200MHz

	Daisy Chain MAX Level
	8 levels

	MAX PC Connection
	120
	128

	Housing 
	Metal

	Power Adapter
	DC 12V 4A 

	Operation Temperature
	0~50℃

	Storage Temperature
	-20 ~ 60℃

	Humidity
	0~80%, Non-Condensing

	Size
	19” Rack Mount / 1U

	Weight (kg)
	12 kg
	13 kg

	Dimension (mm)
	W: 482 x D: 508 x H: 44 


ORDERING INFORMATION

	Model
	Description

	UKM8408-RO
	4-in-1 PS2 Control Center with 8-Port KVM Switch

	UKM8416-RO
	4-in-1 PS2 Control Center with 16-Port KVM Switch


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Broadband Router and many others.
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6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com
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